Office Action Response, 10/681,076, Daniel Resnic, Condom 
Specification Amendments 

The Abstract exceeds 150 words and is amended as follows: 



(Marked-Up Version) The present invention relates to m e chanical barr ie rs, a condomsr 
prophy l act i cs and contrac e pt i v e dovicos of tubular construction with that havo a closed end and 
an open end^ Th e i nv e nt i on is an e l ongat e d, cont i nuous, tubu l ar condom, which i s constructed of 
a thick-walled, heavy gauge, super stretchable, non-burstable, semi-rigid material being selected 
from a group consisting of polymers, USP class six thermoplastic elastomers (TPE), silicone 
rubber, latex or other semi-rigid, soft, pliant, stretchable, biocompatible material and combinations 
or derivatives thereof. The device of this i nvont i on may be donned in the traditional manner and 
ei th e r of two ways; first, it can bo p l acod over the ma l o gen i ta li a to covor and conform c l oco l y to 
any shap e and s i zo of an ontire e roct pon i s. Furthor, the dovice may opt i ona ll y bo anchorod at 
th e prox i mal opon ond, fastened to the base of a penis shaft with a strap, around and bohind the 
entire scrotum, or second, i t can bo inserted directly into a vaginal or anal orifice, with its' 
contoured, tapered neck section of the shaft as a secondary means of retaining the device inside 
that orifice during intercourse. Additionally, the condom has a reservoir or rosorvoirc in a 
substant i al l y c l osed compartment or compartmonts inside the condom to capture and contain 
semen and may optionally include a foam, sponge-like disk insert that will absorb transmission of 
bodily fluids and prevent backflow and spillage thereof. Th e d e v i c e has stimulating surfacoc that 
simu l ato natura l anatomica l s e nsat i on for e i th e r or both partnorc. 

(Clean Version) The present invention relates a condom of tubular construction with a closed end 
and an open end-constructed of a thick-walled, heavy gauge, super stretchable, non-burstable, 
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semi-rigid material being selected from a group consisting of polymers, USP class six 
thermoplastic elastomers (TPE), silicone rubber, latex or other semi-rigid, soft, pliant, stretchable, 
biocompatible material and combinations or derivatives thereof. The device may be donned in 
the traditional manner and fastened to the base of a penis shaft with a strap, around the entire 
scrotum, or inserted directly into a vaginal or anal orifice, with its' contoured, tapered neck section 
of the shaft as a secondary means of retaining the device inside that orifice during intercourse. 
Additionally, the condom has a reservoir inside the condom to capture and contain semen and 
may optionally include a foam, sponge-like disk insert that will absorb transmission of bodily fluids 
and prevent backflow and spillage thereof. 
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